
Unit CRX10FL CRX13FL CRX14FL CRX15FL CRX18FL CRX20FL CRX25FL

1 kg 1000 1250 1350 1500 1750 2000 2500

2 mm 500 500 500 500 500 500 500

3 mm 3000 3000 3000 3000 3000 3000 3000

4 mm 405 405 405 405 410 415 415

5 Loaded mm/sec 250 220 350 340 300 260 230

6 Unloaded mm/sec 400 400 460 460 460 400 400

7 Loaded mm/sec 530 530 530 530 530 500 500

8 Unloaded mm/sec 440 440 440 440 440 440 440

9 Forward deg. 3 3 3 3 3 3 3

10 Backward deg. 5 5 5 5 5 5 5

11 Loaded km/h 9.6 9.6 10.4 10.4 10.4 10.2 10.2

12 Unloaded km/h 9.8 9.8 10.4 10.4 10.4 10.4 10.4

13 mm 1336 1480 1512 1608 1754 1779 1972

14 mm 2500 2532 2655 2676 2720 2796 2869

15 mm 430/-/385 580/-/530 490/460/430 590/550/530 730/-/630 630/-/540 825/795/740

16 Loaded % 19.1 19.1 19.1 19.1 19.1 10 10

17 Unloaded % 30 30 30.2 30.2 30.2 23.6 23.4

18 2stage mm 2401 2551 2615 2715 2855 3000 3195

19 3stage mm 2409 2554 2604 2704 2824 2982 3182

20 2stage mm 1971 1971 2125 2125 2125 2370 2370

21 3stage mm 2024 2024 2174 2174 2194 2442 2442

22 STD mm 1043 1043 1090 1090 1090 1184 1230

23 TSU mm 1080 1080 1169 1169 1169 1264 1348

24 Extended mm 3929 3929 3929 3929 3929 3970 3970

25 Lowered mm 1995 1995 1995 1995 1995 2050 2050

26 mm 2259 2259 2275 2275 2275 2294 2294

27 mm 40x100x920

28 mm 185/-/193 185/-/188 218/220/207 218/210/207 208/-/177 185/-/168 180/180/168

29 mm 340/-/347 340/-/342 372/374/362 372/364/362 358/-/328 339/-/322 334/334/322

30 mm 1100 1250 1250 1350 1500 1500 1700

31 - 280x135 280x135 315x145 315x145 315x145 380x165 380x165

32 - 255x120 255x120 254x114 254x114 254x114 267x114 267x135

33 -

34 - Mechanical Mechanical Mechanical Mechanical Mechanical Mechanical Mechanical

35 V/ah 24/400 24/400 48/210 48/280 48/280 48/335 48/335

36 kg 350 350 425 480 480 577 577

37 kw 4.2 4.2 8.3 8.3 8.3 8.3 8.3

38 kw 8.3 8.3 14.0 14.0 14.0 15.0 15.0

39 kw 0.4 0.4 0.3 0.3 0.3 0.3 0.3

40 -

41 -

42 kg/cm² 120 120 160 160 160 175 175

43 2stage mm 595 595 695 695 695 708 708

44 3stage mm 695 695 781 781 781 708 708

45  Equipment weight (Reach in) 2stage kg 1890 1906 2287 2297 2318 2793 2900

46  No load 3stage kg 2024 2040 2439 2449 2450 2945 3052

 Max. hydraulic flow for attachment

  Max. fork width (Outer width)

O
th

e
r 

S
p

e
c

if
ic

a
ti

o
n

s

178x73 204x76

Mosfet inverter

(220/380/440V)

 Castor Wheel

 Brake

 Battery Capacity (5 hour rate)

 Battery weight

 Drive motor power

 Hydraulic motor power

 Steering motor power

 Control method

 Charger power

 Reach Stroke (2stage/LOW/3stage)

35x100x920 45x100x1070
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 Wheel base

 Drive wheel

 Load wheel

 Length (With fork) (Reach out)

 Length (With fork) (Reach in)

 Overall width

 Mast Height

 Forward overhang w/S/S (2stage/LOW/3stage)

 Forward overhang (2stage/LOW/3stage)

 Fork dimensions

 Overhead guard height

● GENERAL SPECIFICATIONS

* Right angle stacking width: pallet 1200x1200

Model
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 Load capacity

 Load centre

 Max. lift height

 Free lift height

 Lifting speed

 Lowering speed

 Tilt angle

 Travel speed

 Gradeability (Reach In)

 Turning radius (outside)

 Right angle stacking width


